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UNDERGROUND

Key Features and Technical Specifications of ALPHA TEKNIK
Polyethylene Underground Water Tanks :

* Anti-Corrosive. | -
* Anti-Fungus & Bacterial Proof. / I 00 W

* Manufactured From Food Grade Approved Materials. ‘ Ty
* Long Life. '
* No Risk of Contamination.
* Easy to Clean and Maintenance free. e~
* Molded One Piece (No Joints).

* Very Strong Body.

* Total Load of 7,500 to 10,000 Kg when it is empty.
* Can be installed under the car parking area and it can carry the
direct load of Two Cars + Soil Load on top even when it is empty
(Without any supporting chamber & Concrete foundation).

* Warranted for 10 Years.

* Threaded Lid Cover for easy Opening and Closing.

» Extended Manhole Size 50cm For Easy Connection maintenance.

\

The Production Of The Tank Consists Of Three Layers

* First Layer / Outer Layer (Black Color Solid Skin) UV stabilized polyethylene
with food grade black color that acts as an additional UV stabilizer.

* Second Layer / Middle Layer (Polyethylene Foam Clear color) this layer
provide the tank the following values:

* Thermal insulation

* Improving Stiffness

e Third Layer / Inner Layer (Polyethylene white/black color solid skin) works
same as first layer and provides anti-bacterial growth.

Inner Layer (Solid skin)
Anti-bacterial growth Polyethylene
white color Food grade color

Inner Layer (Solid skin)
Anti-bacterial growth Polyethylene
black color Food grade color

. UV Stabilized
UV Stabilized
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e Layer Middle Layer
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Outer Layer Outer Layer
Black color solid Black color solid
skin skin
Polyethylene Polyethylene
layer UV layer UV

Stabilized Stabilized
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PLASTIC UNDERGROUND TANKS

MEASUREMENTS AND SPECIFICATIONS:

Capacity Diameter
(US/G) (cm)
|
ATIUGS500 500 154
ATIUGS00 800 176
ATIUG1000
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