
ALPHA TEKNIK INDUSTRIES L.L.C 
IBC TANKS SPECIFICATION. 

   IBC Tank with Plastic Pallet                 IBC Tank with Steel Pallet 

1) Since the bottles is a new one, chances of product contaminations are nil.
2) 100% leakage proof with new discharge valve.
3) Aesthetic appearance of bottle & IBC is good due to replacement of new crossed bottle on IBC.
4) All the crossed Bottle are UV stabilized; hence withstand all filing products are longer duration of time.
5) Cost effective.

SAFETY MEASURES: The HDPE bottles should be stored in such a way that it prevents exposed to direct 
sunlight and/or heat, as this may lead to quality deterioration. The store locations should be dry & ambient temp 
should not be exceeding to 50 degrees. Not complying with these precautionary measures can lead a degradation of 
product which can result in colour changes, bad Odor & inadequate product performance, etc. 

Technical Data: 
Type: Alpha Teknik IBC Bulk Container 1000 Liters. 
Dimensions: 1200 L x 1000 W x 1175 H (mm). 
Design: Rectangular, with U-Profile/round Steel Reinforcement Support Bar. 
Material: (ULTRA) High Molecular Weight High Density Polyethylene (U) HM-HDPE + UV 
Stabilizer-Inner Bottle 
Colour: Natural. 
Capacity: (L) Useful: 1000 Liters; Brim-full: 1030 Liters. 
Tare Weight: 16 Kg. 
Top Opening: Diameter: 150 mm. 
Closing System: IBC Closed with Top of the Lid. 
Discharge Value: Ball Valve with 100% leak proof. 

Best regards, 

Farhad S. Rahravan

Deputty & Partner 
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