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HORIZONTAL
WATER TANK

Capacity
(Liters)

Capacity
(Lit.)

Diameter
(MM)

Length 
(MM)

Manhole 
(MM)

100 380 700 1110 420
200 760 1000 1310 420
300 1140 1080 1400 420
400 1520 1120 1600 420
500 1900 1150 1980 420
600 2280 1300 2000 420
800 3040 1390 2100 420
1000 3800 1450 2366 420

Technical Data:

Every ‘Alpha Teknik’ Water Tank carries a 5 Year 
Warranty against workmanship and material.

D
iam

eter

All Standard Horizontal Tanks are in 
3, 4 & 5 layers.

3, 4 & 5 Layer Horizontal Tanks can be 
made in Insulated (Foam) variety 
also.

Please read below Technical Data for 
choosing specific dimension and 
capacity for your tank requirements.



HORIZONTAL
WATER TANK

Capacity
(Liters)

Capacity
(Lit.)

Diameter
(MM)

Length
(MM)

Manhole
(MM)

100 380 700 1110 420
200 760 1000 1310 420
300 1140 1080 1400 420
400 1520 1120 1600 420
500 1900 1150 1980 420
600 2280 1300 2000 420
800 3040 1390 2100 420
1000 3800 1450 2366 420

Technical Data:

Every ‘Alpha Teknik’ Water Tank carries a 5 Year 
Warranty against workmanship and material.
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All Standard Horizontal Tanks are in 2, 
3,  4 & 5 layers.

3, 4 & 5 Layer Horizontal Tanks can be 
made in Insulated (Foam) variety 
also.

Please read below Technical Data for 
choosing specific dimension and 
capacity for your tank requirements.

VERTICAL
WATER TANK

Capacity
(U.S. Gall)

Capacity
(Lit.)

Diameter
(MM)

Height
(MM)

Manhole
(MM)

     

50 190 550 895 420
100 380 770 1015 420
200 760 1040 1145 420
300 1140 1150 1365 420
400 1520 1200 1645 420
500 1900 1380 1645 420
600 2280 1450 1695 420
800 3040 1500 1940 420
1000 3800 1600 2110 420
1500 5700 2000 2085 420
2000 7600 2150 2380 420
3000 11400 2450 2565 420

Technical Data:

All Standard Vertical Tanks are in 3, 4 
& 5 layers.

3, 4 & 5 Layer Vertical Tanks can be 
made in Insulated (Foam) variety 
also.

Please read below Technical Data for 
choosing specific dimension and 
capacity for your tank requirements.

Every ‘Alpha Teknik’ Water Tank carries a 5 Year 
Warranty against workmanship and material.

5000 18927 2880 3120 510



HORIZONTAL
WATER TANK

Capacity
(Liters)

Capacity
(Lit.)

Diameter
(MM)

Length
(MM)

Manhole
(MM)

100 380 700 1110 420
200 760 1000 1310 420
300 1140 1080 1400 420
400 1520 1120 1600 420
500 1900 1150 1980 420
600 2280 1300 2000 420
800 3040 1390 2100 420
1000 3800 1450 2366 420

Technical Data:

Every ‘Alpha Teknik’ Water Tank carries a 5 Year 
Warranty against workmanship and material.

D
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All Standard Horizontal Tanks are in 2, 
3,  4 & 5 layers.

3, 4 & 5 Layer Horizontal Tanks can be 
made in Insulated (Foam) variety 
also.

Please read below Technical Data for 
choosing specific dimension and 
capacity for your tank requirements.

VERTICAL 
SHORT PROFILE 
WATER TANK

Technical Data:

All Standard Vertical Tanks are in 3, 4 
& 5 layers.

3, 4 & 5 Layer Vertical Tanks can be 
made in Insulated (Foam) variety 
also.

Please read below Technical Data for 
choosing specific dimension and 
capacity for your tank requirements.

Every ‘Alpha Teknik’ Water Tank carries a 5 Year 
Warranty against workmanship and material.

(U.S. Gall) (Lit.) (MM) (MM) (MM)
Capacity Capacity Diameter Height Manhole 

500 1892 155 140 420
1000 3785 2150 1225 420







PALLETS
DISPLAY & STACKING

Technical Data:

Length
(MM)
1200
1200

Ridged

1200
600

Width
(MM)
1000
1000

Ridged

800
450

Height
(MM)
150
150

150
250

1000
1000

1000
100

Load
(Kgs)

Advantages of 
Alpha Teknik Plastic Pallets

Made of FDA approved food grade raw material.
9-Legs 4-Way & 3-Runner 4-Way for easy access
from all sides by standard fork lift or pallet jack.

High impact strength - does not shatter or 
splinter like wooden pallet, robust and hard 
wearing.

Multiple use, very strong & good chemical 
resistance. 

Smooth single-finish and the absence of joints or 
crevices mitigate organic contaminant 
infestations.

Flat-top for easy cleaning with water and cloth.
Can withstand temperatures ranging between 
-20˚C to 80˚C.

Maintenance free, designed for food, transport 
and storage industries.



Length 
(MM)

Width
(MM)

Height
(MM)

1235 620 410

Technical Data: 

BOX
TANK 

Made of natural colour Higher Density Food Grade 
Polyethylene for applications such as short term 
Domestic Water storage, Diesel Container in 
boats and ships, outdoor carriage of diesel, water 
etc. The special design of the tank renders extra 
toughness for very rough handling.

The tank must not be used for long term storage 
of water or diesel.

Length 
Top (MM)

Width
Top (MM)

Height 
(MM)

1235 620 410

Length 
Bottom (MM)

Width
Bottom (MM)

Lid Inner 
Dia (MM)

1175 565 220

Inlet :  200mm with screw on lid

Outlet :  25/50mm PVC ball valve

Tare Weight:  83 Kgs 

 

Made Of:  LLDPE, UV-stabilized, food-grade.

Capacity:  1000 Litres.

35 Kg (IBC) + 20Kg (Plastic  

Pallet) + 28 Kg (Steel Cage)

Advantages:
Multiple use container for mild chemicals & acids.
Space saving during transport and storage.   
Easy to discharge.
Reduced time for filling.
No bonding or welding.
Environmental friendly.

IBC
TANK



Technical Data: 

A plastic storage box is a container made of plastic that is used to 
store and organize items.

Plastic storage boxes come in a variety of sizes, shapes, and colors, 
and they can be used to store a wide range of items, including:
Clothes, Toys, Books, Food, Tools, Sports equipment, Gardening 
supplies, Holiday decorations and ....

Plastic storage boxes are a popular choice for storage because they 
are durable, lightweight, and water-resistant. 

They are also relatively inexpensive, and they are available in a 
wide variety of sizes and styles to fit any need.

Some of the benefits of using plastic storage boxes include:
•Durability: Plastic storage boxes are made from durable materials
that can withstand everyday wear and tear.
•Lightweight: Plastic storage boxes are lightweight, making them
easy to move and carry.
•Water-resistant: Plastic storage boxes are water-resistant, making
them ideal for storing items in damp or humid environments.
•Versatility: Plastic storage boxes can be used to store a wide
range of items, from clothes and toys to food and tools.
•Affordability: Plastic storage boxes are relatively inexpensive,
making them an affordable storage solution.

When choosing plastic storage boxes, it is important to consider the 
size and shape of the items you will be storing, as well as the 
amount of weight the boxes need to be able to hold.
 It is also important to choose boxes that have lids to help keep the 
contents clean and protected.
Plastic storage boxes can be used in a variety of settings, including 
homes, garages, offices, and warehouses. 
They are a versatile and affordable storage solution that can help 
you to keep your belongings organized and protected.

STORAGE 
Box CORNER 

MANGER

Length 
Top (MM)

Width
Top (MM)

Height 
(MM)

660 450 300

Top Length
 (MM)

Top Width
(MM)

Height
(MM)

910 610 620

Technical Data: 

A corner manger is a type of feed manger that is designed to be 
placed in the corner of a stable or paddock. 

This makes it a space-efficient option, and it can also be helpful for 
preventing horses from spilling their feed.

Corner mangers are typically made of durable materials such as 
plastic or metal, and they often have anti-waste bars to help reduce 
the amount of feed that is wasted.

Corner mangers come in a variety of sizes and styles, so it is 
important to choose one that is the right size for your horse and that 
fits well in the space you have available. 

Some corner mangers are designed to be hung from the wall, while 
others can be placed on the ground. 

Some corner mangers also come with a support frame, which can be 
helpful for making it easier to clean the manger.

Here are some of the benefits of using a corner manger:

•Space-efficient: Corner mangers can be placed in the corner of a
stable or paddock, which frees up space for other purposes.

•Reduces feed waste: Corner mangers often have anti-waste bars,
which help to prevent horses from spilling their feed.

•Durable: Corner mangers are typically made of durable materials
such as plastic or metal, so they can withstand the wear and tear of
everyday use.

•Easy to clean: Some corner mangers come with a support frame,
which can make it easier to clean the manger.
Overall, corner mangers are a good option for horse owners who are
looking for a space-efficient and durable feed manger.

Bottom Length
(MM)

Bottom Width
(MM)

710 410



ROAD 
BARRIERS

Special Features

Light weight - can be handled without crane 

/ forklift.

Strong and sturdy.

Safe for vehicular and pedestrian guidance 

applications.

Filling them with water or sand can limit the 

movement due to gusty wind, unintentional 

human interference etc.

Maintenance free.

Available in a variety of colours like Red, 

White, Yellow, Blue, etc.

Technical Data:

Length 
(MM)

Height 
(MM)

Top Width 

(MM)

Bottom 
Width
(MM)

2000 1000 170 600



ROAD
BARRIER

Special Features

Light weight - can be handled without crane 

/ forklift.

Strong and sturdy.

Safe for vehicular and pedestrian guidance 

applications.

Filling them with water or sand can limit the 

movement due to gusty wind, unintentional 

human interference etc.

Maintenance free.

Available in a variety of colours like Red, 

White, Yellow, Blue, etc.

Technical Data:

Length
(MM)

Height
(MM)

Top Width
(MM)

Bottom 
Width
(MM)

2000 1000 170 600

GRP
WATER & SEPTIC 

TANKS

Special Features

Smooth internal & external surfaces. 

Black UV layer in the middle prevents bacteria 

growth inside the tank.

Thickness according to the tank size or as per 

customer’s requirement. 

External ribs are provided for better strength.

Inlet, Outlet, Drain & Overfow connections for 

easy installation.

We use high quality Isophthalic resin for water 

tank & Vinyl ester resin for septic tanks.

MAN HOLECOVER

SIDE VIEW
DRAIN

6000

AIR VENT

GI NUT&BOLT

 FLANGE

OUT LETDRAIN

RIB
INLET

MAN HOLE MAN HOLE

Capacity 
 US/G Code Width 

 Cm 
Height 

 Cm 
Length 

 Cm 
500 AT005 116 128 165 
800 AT008 130 130 210 

1,000 AT010 130 132 218 
1,500 AT015 190 212 210 
2,000 AT020 185 194 270 
2,500 AT025 185 194 340 
3,000 AT030 205 218 355 
4,000 AT040 230 220 370 
5,000 AT050 230 220 450 
6,000 AT060 230 220 520 
7,000 AT070 230 220 620 
8,000 AT080 230 220 720 
9,000 AT090 230 220 820 

10,000 AT100 290 290 620 
12,000 AT120 290 290 720 
15,000 AT150 290 290 820 
18,000 AT180 290 290 980 
20,000 AT200 290 290 1120 
25,000 AT250 290 290 1420 



SECTIONAL PANEL
GRP TANK

Special Features

Glass Fiber Reinforced Panel is molded at high 

temperature and pressure to maintain good, long 

lasting quality. 

Use of stainless steel for inside structure and HDG 

steel for outside, provides excellent performance 

against corrosion.

Since sunlight is blocked by the panels, bacterial 

growth inside the tank is stopped.

Joints are sealed with special sealant tape, 

specifically developed for water tank application.

HOT PRESS TANK PANEL CONFIGURATION

0.5m
1.0m
1.5m
2.0m
2.5m
3.0m
3.5m
4.0m

TRUNCATEDFLAT SELF DRAINING BASE 



Special Features

The heat insulated panel having 3 layer structure 

improves heat insulation. 

Minimize temperature variation of the stored water.

GRP Sectional water tank panels can be changed 

from the outside enabling accruate assembly.

Different sized panels can be assembled for 

optimal space availability.

GRP Sectional standardized panels make 

construction time shorter, transportation, transfer 

and handling easier.

PANEL CATEGORY TANK HEIGHT

5M WL

4M WL WM

3M WL WM WH

2M WL WM WH WSH

1M WL WM WH WSH WSH

BL BM BH BSH BSH

DL DM DH DSH DSH

PANEL CATEGORY PANEL NAME

ROOF PANEL R 14

MANHOLE PANEL MANHOLE 10

WL 16.5
WM 18.5
WH 22.5

WSH 24.5

BL 18.5
BM 20.5
BH 22.5

BSH 24.5

DL 20
DM 22
DH 24

DSH 26

DRAIN PANELS

ALPHA TEKNIK INDUSTRIES LLC

70

 GRP WATER TANK PANELS USING GRADES PER EACH TANK'S HEIGHT

WALL PANEL

BOTTOM PANEL

DRAIN PANEL

R

GRP WATER TANK PANEL SPECIFICATIONS: 

FLANGE LENGTH  
(mm)

PANEL NAME

  WEIGHT (kg)

LIGHT

SUPER HEAVY

72
73
74

All Panels are square shape in size 1000*1000 milimeters

ROOF PANEL

73

75

70

72

76

75
75

74
75

LIGHT
MEDUM
HEAVY

SUPER HEAVY

MEDUM
HEAVY

SUPER HEAVY

LIGHT
MEDUM
HEAVY

73
WALL PANELS

BOTTOM PANELS

--

--

SECTIONAL PANEL
GRP TANK



STORAGE
STEEL TANK

ExpandableLight-Weight & easily
Transportable

Relocatable

Advantages that
sets us apart

Alpha Teknik tanks are easy to relocate
anytime, even after years of use. The BOLTED 
Technology enables tanks to be dismantled and 

reassembled even if it requires changing site location.

Highly cost-effective
Our tanks are highly cost-effective
compared to other traditional tanks.

Easy to Install

Our tanks have pre-approved designs and
 take the least time for on-site installation.

Maintenance free
Alpha Teknik Tanks are easy to maintain
under general environmental conditions.

Strong and Durable

Our tanks are designed to withstand cyclonic 
wind velocity upto 88 m/sec and earthquake zone IV.

Environment Protected

+

The Materials used in our prod-
ucts are light weight, easy to lift, 
handle and transport 

The use of high tensile strength 
ZINCALUME steel make our 
products very strong, long lasting 
for upto 40-50 years if maintained  
timely and properly. 

Our tanks support expansion of  
capacities as and when required. Our 
team can work on expanding tank 
volumes anytime without posing any 
damage to actual tank.



STORAGE
STEEL TANK

ExpandableLight-Weight & easily
Transportable

Relocatable

Advantages that
sets us apart

Alpha Teknik tanks are easy to relocate
anytime, even after years of use. The BOLTED 
Technology enables tanks to be dismantled and 

reassembled even if it requires changing site location.

Highly cost-effective
Our tanks are highly cost-effective
compared to other traditional tanks.

Easy to Install

Our tanks have pre-approved designs and
 take the least time for on-site installation.

Maintenance free
Alpha Teknik Tanks are easy to maintain
under general environmental conditions.

Strong and Durable

Our tanks are designed to withstand cyclonic 
wind velocity upto 88 m/sec and earthquake zone IV.

Environment Protected

+

The Materials used in our prod-
ucts are light weight, easy to lift, 
handle and transport 

The use of high tensile strength 
ZINCALUME steel make our 
products very strong, long lasting 
for upto 40-50 years if maintained  
timely and properly.

Our tanks support expansion of  
capacities as and when required. Our 
team can work on expanding tank 
volumes anytime without posing any 
damage to actual tank.

Comparision between various types of tanks
Features Our Tank MS Tank RCC Tank SS Tank PVC Tank

Cost (Rs/litre) 2.00 to 10.00 3.00 to 12.00 5.00 to 15.00 17.00 to 35.00 3.00 to 12.00

Maintenance Not Required Highly Required Required Not Required Highly Required

Food Grade Yes No No Yes Yes 
Algae Formation No Yes Yes No Yes 

Corrosion No Yes Negligible No No
Relocation Easy Difficult Not Possible Difficult Easy

Weight Light Heavy Very heavy Heavy Light

Expandable Yes No No No No

Liquid Temperature Negligible Increase Increase Increase Increase

Life of complete 
tank

40-60 Yrs 7-15 Yrs 30-80 Yrs 60-80 Yrs 5-10 Yrs

Need painting/ 
coating

No Yes Yes No No
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